
V-Gard H2® Full Brim Safety Helmet
Technical Data Sheet

Features
•	ANSI/ISEA Z89.1 Type II certification with integrated chinstrap for 

enhanced protection against lateral impacts, including during slips, 
trips, and falls.

•	Mips® Safety System for rotational impact protection to help reduce  
the risk of traumatic brain injury resulting from slips, trips, and falls  
(if applicable).

•	Comfortable ratchet suspension that’s easily adjustable with  
a gloved hand.

•	4-point chinstrap with multiple adjustment points for customized fit 
and comfort; EN12492 compliant; field replaceable.

•	Antimicrobial treatment of sweatband, crown pad, and ratchet pad 
with Ionic+ high purity silver to eliminate odor-causing bacteria.

•	Optional venting for improved air flow, cooling and reduced heat stress. 
Non-vented options for use in electrical applications where Class E 
certification is needed.

•	Extensive accessory compatibility with nearly all V-Gard® full brim 
accessories for a wide variety of industrial applications and easy 
integration with existing inventory.

•	Custom logos can be applied in up to four locations on the V-Gard H2® 
Full Brim helmet as well as optional stylish reflective stripes in silver or 
yellow that can be applied to provide 360⁰ coverage. 

The V-Gard H2® Full brim Safety Helmet provides 
enhanced head protection in a comfortable, easy to use, 
customizable full brim helmet that integrates seamlessly 
with a comprehensive suite of V-Gard® accessories for 
use in a wide variety of industrial applications.

Applications
•	Working-at-heights

•	Confined Space

•	Rescue

•	General Industry

•	Construction

Markets
•	Utilities

•	Oil, Gas & Petrochemical

•	General Industry

•	Construction

Red, vented White, vented

Orange, vented Black, vented

Yellow, vented Gray, vented
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Specifications
Standards Compliance ANSI/ISEA Z89.1-2014 (R2019)

Optional Requirements 
(ANSI)

HT (High Temp) 
HV (Hi-Viz, as indicated)

ANSI Z89.1 Classification Type II, Class E (non-vented) 
Type II, Class C (vented)

EN12492:2012-04 Clauses
Shock Energy Absorption 

Capacity   

Retention system 

4.2.1.2 (front) 
4.2.1.3 (lateral) 
4.2.1.4 (rear)
4.2.3 (strength) 
4.2.4 (effectiveness)

3rd Party Certifications SEI

Styles Vented 
Non-Vented

4-Point Chin Strap ANSI/ISEA Z89.1 Type II and EN 12492 compliant

Suspension Non-replaceable EPS Foam

Rotation Impact Protection N/A (without Mips) 
Mips® Safety System (with Mips)

Sweatband Replaceable 
Ionic+® Anti-Microbial treatment (high purity silver)

Customization Options Up to 4-color logos
Up to four logo locations, front, back, left, right
Optional reflective stripes (white or yellow) to provide 360° coverage

Assembly Fully assembled

Product Size 53-63 cm circumference

Dimensions 12.8” x 10.83” x 6.1” (32.5 cm x 27.5 cm x 15.5 cm)

Weight 1.10 lb. (499 g) (Non-Vented without Mips)
1.08 lb. (490 g) (Vented without Mips)
1.17 lb. (531 g) (Non-Vented with Mips)
1.15 lb. (522 g) (Vented with Mips)

Materials
Shell

Interior Foam
Headband & Ratchet

Chinstrap
Sweatband, Crown Pad,  

& Ratchet Pad

Virgin Acrylonitrile Butadiene Styrene (ABS)
Expanded Polystyrene (EPS)
Polypropylene, POM (Acetal), ABS
Polyester, POM (Acetal), Nylon
Polyester with Ionic+ antimicrobial treatment  
(high purity silver)

Minimum Order Quantity 1 (Stocked Color, No Logo)
16 (Stocked Color with Logo[s])
480 (Custom Color)

Shipping Carton Dimension  
(single)

6.9” x 13.2” x 11.3” (17.5 cm x 33.5 cm x 28.6 cm)

Shipping Carton Weight 
(single)

1.6 lb. (726 g) (Non-Vented without Mips)
1.58 lb. (715 g) (Vented without Mips)
1.67 lb. (757 g) (Non-Vented with Mips)
1.65 lb. (748 g) (Vented with Mips)

Green, non-vented

Blue, non-vented

Hi-Vis Yellow, non-vented

Hi-Vis Orange, non-vented
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P/N Description

V-Gard Accessory System Frames for Full Brim Hats:

10154622 For slotted hats, plastic, general purpose, WITH debris control

10154604 For slotted hats, plastic, general purpose, NO debris control

10116627 Universal fit, plastic, general purpose, NO debris control

10116628 Universal fit, plastic, elevated temp, NO debris control

10176739 Universal fit, metal, elevated temp, NO debris control

V-Gard Accessory System Visors:

--- General Purpose & Mesh

--- Welding & Radiant Heat

--- Arc Flash & Chin Protectors

--- Chemical & Splash

V-Gard Hearing Protection:

10129327 SoundControl SH Slotted Full Brim Hearing Protection

V-Gard Cooling Accessories:

10098031 SunShade Nape Protector, Orange

10098032 SunShade Nape Protector, Yellow-Green

697410 Sun Shield Brim Extender for Full Brim Hats

GA90022 V-Gard Cooling Crown Cooler

GA90023 V-Gard Crown Cooler with Neck Shade

Replacment parts include:

10242641 V-Gard H2 Standard Chinstrap

10250725 V-Gard H2 FR Chinstrap

10242642 V-Gard H2 Ionic + Antimicrobial Crown Pad

10242643 V-Gard H2 Ionic + Antimicrobial Sweatband

10246731 V-Gard H2 Ionic + Antimicrobial Sweatband for Mips

10242644 V-Gard H2 Ionic + Antimicrobial Padding Set

10246730 V-Gard H2 Ionic + Antimicrobial Padding Set for Mips

Color
Vented Non-Vented

without Mips with Mips without Mips with Mips

White 10250581 10250605 10250593 10250617

Black 10250582 10250606 10250594 10250618

Yellow 10250583 10250607 10250595 10250619

Blue 10250584 10250608 10250596 10250620

Gray 10250585 10250609 10250597 10250621

Orange 10250586 10250610 10250598 10250622

Red 10250587 10250611 10250599 10250623

Green 10250588 10250612 10250600 10250624

Hi-Viz Orange 10250589 10250613 10250601 10250625

Hi-Viz Yellow 10250590 10250614 10250602 10250626

Brown Fiber 10250591 10250615 10250603 10250627

Carbon Fiber 10250592 10250616 10250604 10250628

Custom YES  
(480 MOQ)

YES  
(480 MOQ)

YES  
(480 MOQ)

YES  
(480 MOQ)

Care & Maintenance
•	Clean helmet assembly regularly with MSA’s Confidence Plus Cleaning 

Solution (P/Ns 10009971 or 10032737) or mild soap (no detergents) 
 and warm water

•	Do not throw, drop, use as support or abuse helmet to ensure  
proper working condition

•	 Store helmet in clean, dry environment, 5-35°C (41-95°F)

Service Life Guidelines	
•	 V-Gard Helmets are made with high-quality, wear-resistant materials.

•	 Inspect the helmet before and after each use and replace  
any part(s) as required.

•	Always replace the helmet after it has withstood an impact  
or penetration.

•	Storage Life is 2 years from date of manufacture when stored as directed. 
Storage beyond 2 years should be deducted from Service Life.

•	Maximum service life: 5 years

•	Warranty: 1 year from date of purchase (free from manufacturer’s defects)

•	Please consult user instructions for additional details.

V-Gard H2 Full Brim Safety Helmet Accessories & Replacement Parts

For more information about V-Gard Helmets and other MSA products,  
please contact MSA Customer Service at 1-800-MSA-2222 or visit MSAsafety.com.


